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The ER Mapper ECW JPEG2000 SDK used by SIS hasupgeaded to version 3.3. In

addition, the ECW and JPEG2000 Exporters now useSIbK to convert EPSG numbers
to ECW projection/datum pairs where possible, aadehhad unlimited export enabled.
Also, ECW exporting could cause a crash on soméahra processors. A side-effect of
these changes is that the NCSEcwC.dll is no lorepprired.
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The Adobe Portable Document Format Exporter nowsetpg the following:

Adobe Acrobat viewport and measurement tags

exporting Item properties from Overlay schema colsiras PDF comments or as
PDF "UserProperties"

spot colour, and colour separation output, usingeagally named Pens and
Brushes

exporting hierarchical layers when a Photo is paftthe export, e.g. a Print
Template;

The Adobe Portable Document Format Exporter is meféicient when
resampling Bitmaps, leading to reduced memory ant¥mporary file storage
requirements, and more reliable and faster expgrtin

The Adobe Portable Document Format exporter can onptonally override the line
thickness used for zero-width lines, using the UMiaWidth" parameter.
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4

Formula results can now be cached by Datasets, mgspeed up redraws. The
Tools/Preferences dialog has been modified, and framulaCache& system variable
added, to control the cache.
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The OS MasterMap Manager Control will now checkdaretwork dongle if there is no
local dongle available, or if the local dongle istrcorrectly programmed.
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SIS, the SIS Control and GeognoSIS.NET are now bsil"large address aware”
applications, enabling them to use up to 3GB of Rfvkviously up to 2GB) in
conjunction with the /3GB option in the operatingtem boot.ini. Se& description of

the 4 GB RAM Tuning feature and the Physical Addré&xtension switclor more

details.
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